
WIDMER  
OATS TRADE VALIDATOR SYSTEM 

Features 
· Complies with OATS  regulations 
· Time synchronized with Atomic Clock 
· Time stamps synchronized to same second 
· Accuracy of +/- 2 seconds per day without 

synchronization 
· Fully automated , no operator adjustments 
· Simple, do it yourself wire connections 
· Secure, time is not operator adjustable 
· Fast,  2 imprints per second 
· Economical, reasonable price & shares 

analog phone lines 
· Expandable, it grows with you, just add  

repeater boxes and options 
· Accommodates both dot matrix printer 

WTV time stamps and conventional full 
minute time stamps T-3 /WTV 

NEW WTV PLUS FOR WINDOWS REV.2 
ATOMIC MASTER CLOCK SYSTEM 

NEW LOW PROFILE TIME STAMP 
MODEL WTV-LP 

WTV Sample imprints not to size 

This application is designed to make an IBM or 
Compatible PC capable of acting as a Master Clock 
to several types of timing devices.  It is  designed 
for use on Windows9x, ME, NT4, 2000, or XP .  
This system is designed as an NASD “OATS” 
compliant atomic clock master time control system.  
In addition to synchronizing the time stamps via a 
passive mode  Ethernet/IP network, it will also syn-
chronize digital wall clocks, Tandem Computers, 
Network Servers, Audio/ Bell systems and redun-
dant master clocks.  The system can communicate 
with the atomic clock in either of three methods, 
the Internet, GPS system or Modem. 
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TIME STAMP  
FEATURES 

Optional print of 4 digit booth or  trader 
 number 
Print suffix “X” if not resynched in 
 10 minutes 
Automatic shut down if not resynched in 8 
 hours 
Adjustable imprint settings 
Ribbon cartridge 
RJ45 plug 
Low voltage transformer 
Optional long wire transformer 
Two way communication with Master clock 
Locked case 

OPTIONS 

MASTER CLOCK FEATURES 
Master clock 
 IBM or Compatible PC 
Three time sources 
 Internet, GPS or Modem 
Can act as primary or back up Master 
Diagnostics of the system 
E-mail capability of status changes 
Data base of time stamps on the system 

REQUIRED LICENSED SOFTWARE 
Windows 9x, ME, NT4 2000, or XP 
Widmer WTV Plus for Windows Rev. 2 
PC Anywhere 
NIST’S ACTS Automated Computer Time Service Via Modem 
NTP-Network Time Protocol via TCP/IP 
Simple Mail Transport Protocol (SMTP) 

ACCURATE SYNCHRONIZATION OF ATOMIC TIME 
ON  YOUR NETWORK EQUIPMENT 
MINMIZE WINDOWS TIME DRIFT 

SYSTEM ILLUSTRATED BELOW IS AN ENHANCED VERSION OF WTV PLUS FOR WINDOWS REV. 2 FOR STOCK BROKERS 


